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1. CONTRACTION JOINTS TO BE AT 10 FOOT INTERVALS AND
SHALL BE FORMED OR SAW CUT TO A DEPTH OF 1/2
INCH BELOW THE SURFACE OF THE CURB.

2. EXPANSION JOINTS TO BE AT 100 FOOT INTERVALS AND
SHALL BE FORMED WITH 3/4 INCH WIDE PREMOLDED
BITUMINOUS JOINT FILLER. THE FILLER MATERIAL
SHALL BE CUT TO CONFORM TO THE CROSS SECTION
OF THE CURB.

)

. EXPANSION JOINTS AND FORMED CONTRACTION JOINTS
ARE TO BE EDGED WITH CONCRETE FINISHING TOOLS.

4. CONCRETE SEALING AGENT SHALL BE APPLIED
THE SAME DAY THAT CURBS ARE CONSTRUCTED.
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. CONSTRUCTION JOINTS TO BE AT 10 FOOT INTERVALS AND
SHALL BE FORMED OR SAW CUT TO A DEPTH OF 1/2
INCH BELOW THE SURFACE OF THE CURB.

. EXPANSION JOINTS TO BE AT 100 FOOT INTERVALS AND
SHALL BE FORMED WITH 3/4 INCH WIDE PREMOLDED
BITUMINOUS JOINT FILLER. THE FILLER MATERIAL
SHALL BE CUT TO CONFORM TO THE CROSS SECTION
OF THE CURB.

. EXPANSION JOINTS AND FORMED CONTRACTION JOINTS
ARE TO BE EDGED WITH CONCRETE FINISHING TOOLS.

4. CONCRETE SEALING AGENT SHALL BE APPLIED
THE SAME DAY THAT CURBS ARE CONSTRUCTED.
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www.VanEng.com

SITE DATA:

TAX ACCOUNT NUMBER 118.07-1-3.1 (LOT R-1)

ADDRESS: 902 ELMGROVE ROAD

LOT AREA =7.82 ACRES = 340,693 sq. ft.

ZONING - PUD - PLANNED UNIT DEVELOPMENT

BUILDING SETBACKS: REQUIRED
FRONT (STATE ROAD) - 100' MIN.
FRONT (TOWN ROAD) - 35' MIN.

SIDE - 15' MIN.
REAR - 40" MIN.

SETBACKS: PROVIDED

SIDE -
REAR -

BUILDING HEIGHT: NOT GREATER THAN 50'

THIS PARCEL IS LOCATED WITHIN A M.C.W.A. DISTRICT,
THE G.C.O. SEWER DISTRICT, AND THE TOWN OF GATES
DRAINAGE DISTRICT.

THE PROPOSED BUILDING WILL HAVE 22,128 s.f.

UTILITIES ON THIS PLAN ARE PLOTTED FROM
REFERENCED SURVEY AND RECORD MAPS.

FRONT - 226.2'
FRONT - 167.0'

154.9'
66.0'

NO OUTSIDE STORAGE OF VEHICLES AND/OR MATERIALS WILL

BE ALLOWED

ALL SIGNAGE SHALL CONFORM TO TOWN OF GATES

STANDARDS.

AN ADDITIONAL DUMPSTER AND ENCLOSURE WILL BE PROVIDED IF IT IS
REQUIRED BY ANY FUTURE TENANT. THE MATERIAL AND COLOR OF ANY
FUTURE DUMPSTER ENCLOSURE SHALL MATCH THE PROPOSED
DUMPSTER ENCLOSURE.

DURING THE CONSTRUCTION PHASE OF THE PROJECT, THE CONTRACTOR
SHALL PAY PARTICULAR ATTENTION TO THE
MAINTENANCE AHD CLEANLINESS OF THE BORDERING ROADS TO THE
PROPERTY TO THE SATISFACTION OF THE TOWN'S

DEPARTMENT OF PUBLIC WORKS.

PARKING TABLE

PARKING SPACES REQUIRED
EICJ)I_LDING USE A(ISE)A REQUIREMENTS TOTAL

1 MEDICAL 7,845 1 SPACE /200 SF 39

2 EATING / DRINKING 4,064 1 SPACE / TABLE 24

OR
24 TABLES

3 LIBRARY 22,128 1 SPACE /300 SF 74

4 SHOPPING CENTER | 12,288 5 SPACES / 1,000 SF 62

5 SHOPPING CENTER | 12,288 5 SPACES / 1,000 SF 62

TOTAL 261

PARKING TABLE

PARKING SPACES PROVIDED
REGULAR HANDICAP TOTAL
EXISTING 276 13 289
PROPOSED 11 0 11
TOTAL 287 13 300

REFERENCE:

1. "ELMGROVE CROSSING RETAIL CENTER" SITE PLANS PREPARED BY FRA ENGINEERING
FOR PLANS DATED JANUARY 17, 2006.

DRAWING ALTERATION
THE FOLLOWING IS AN EXCERPT FROM THE
NEW YORK EDUCATION LAW, ARTICLE 145,
SECTION 7209, AND APPLIES TO THIS
DRAWING: IT IS A VIOLATION OF LAW FOR
ANY PERSON, UNLESS THEY ARE ACTING
UNDER THE DIRECTION OF A LICENSED
PROFESSIONAL ENGINEER, ARCHITECT,

LANDSCAPE ARCHITECT, OR LAND SURVEYOR,
TO ALTER AN ITEM IN ANY WAY. IF AN ITEM

BEARING THE STAMP OF A LICENSED
ALTERATION, AND A SPECIFIC DESCRIPTION

PROFESSIONAL IS ALTERED, THE ALTERING
OF THE ALTERATION.

ENGINEER, ARCHITECT, LANDSCAPE
STAMP THE DOCUMENT AND INCLUDE THE

ARCHITECT, OR LAND SURVEYOR SHALL
NOTATION "ALTERED BY" FOLLOWED BY
THEIR SIGNATURE, THE DATE OF SUCH
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GALLINA DEVELOPMENT CORPORATION
ELMGROVE RETAIL
900-910 ELMGROVE ROAD, TOWN OF GATES, NEW YORK
SITE PLAN

1890 SOUTH WINTON ROAD, SUITE 100, ROCHESTER NEW YORK 14618
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